
Cement Retainer

The Evolution Cement Retainer is a bottom set high performance 
drillable cast iron cement retainer commonly used for remedial cementing 
applications, well abandonments or zonal isolation.

Unique Features

•	 Choice In Setting – Mechanical, Hydraulic or Wireline
•	 High Performance – 10,000 psi and up to 400°F in most sizes
•	 Superior Running Characteristics – Increased clearance and locked 		
	 construction for faster running speed with larger shear pins to minimize 		
	 pre-set risk
•	 Body Lock Ring – Traps setting force to maintain pack-off
•	 Available from 4 1/2” thru 16” casing sizes
•	 Can be easily converted to bridge plug with conversion kit to reduce 		
	 inventory
•	 Rotationally locked cast iron components enable fast & easy drill outs
•	 Can be set with:
	    o B10/B20 hydraulic setting tools
	    o B10/B20 wireline pressure setting tools
	    o Commonly used mechanical setting tools
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Cement Retainer

Cement Retainer Specifications

Casing Tool Size Preferred Casing ID Range Differential 
PressureSize Weight Max O.D. Min Max

in lb/ft in in in psi

4 1/2 9.5-16.6 3.593 3.826 4.090 10,000

5 11.5-20.8 3.937 4.154 4.560 10,000

5 1/2 26-32.3 3.937 4.154 4.560 10,000

5 1/2 14-23 4.312 4.580 5.044 10,000

6 18-26 4.937 5.140 5.552 10,000

7 49.5 4.937 5.140 5.552 10,000

6 5/8 20-32 5.410 5.595 6.135 10,000

7 32-44 5.410 5.595 6.135 10,000

7 17-35 5.687 6.000 6.538 10,000

7 5/8 45.3 5.687 6.000 6.538 10,000

7 5/8 20-39 6.312 6.625 7.125 10,000

7 3/4 46.1 6.312 6.625 7.125 10,000

8 5/8 24-49 7.125 7.511 8.097 10,000

8 3/4 49.7 7.125 7.511 8.097 10,000

9 5/8 32.3-58.4 8.125 8.435 9.063 8,000

9 3/4 59.2 8.125 8.435 9.063 8,000

9 7/8 62.8 8.125 8.435 9.063 8,000

10 3/4 60.7-81 9.000 9.250 9.660 5,000

10 3/4 32.75-60.7 9.437 9.660 10.192 5,000

11 3/4 60-83 9.937 10.192 10.772 4,000

11 3/4 42-60 10.437 10.772 11.150 4,000

13 3/8 85-102 11.562 11.633 12.159 3,000

13 3/8 48-80.7 12.000 12.175 12.715 3,000

13 1/2 81.4 12.000 12.175 12.715 3,000

13 5/8 88.2 12.000 12.175 12.715 3,000

16 109-146 13.915 14.000 14.750
V150 2,500

P110 2,000

16 55-84 14.585 14.700 15.400
N80 1,450

J55 1,000
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* 90D Nitrile standard - alternate material available upon request *


